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OUTDOOR 
TABLE LAMP

Optical quality and manufacturing 
quality combine in high-level products: 
from scrupulous control of metal alloys 
and processing, to the selection of 
materials not subject to deterioration,
to the use of the latest generation 
thermal interfaces, reliable, 
highperformance
LEDs and optical trains of
utmost optical quality: the technological
mastery allows us to manufacture 
products of the highest quality level.



06 0706

386m
m

Ø111.5mm

Dimensions

Item No.

GT-001

Lamp

LED

Watts

2W

K

3000K

CRI

80+

Lumens Battery Input

200lm 4400mA DC5V, 1A~2A

 Dimming 
Level

10~100%

IP

54
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386m
m

Ø111.5mm

08

Item No.

GT-009

Lamp

LED

Watts

2W

K

3000K

CRI

80+

Lumens Battery Input

200lm 4400mA DC5V, 1A~2A

 Dimming 
Level

10~100%

IP

54
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Dimensions

Item No.

GF-006

Lamp

LED

Watts

4W

K

3000K

CRI

80+

Lumens Battery Input

300lm 4400mA DC5V, 1A~2A

 Dimming 
Level

10~100%

IP

54
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Item No.

GT-002

Lamp

LED

Watts

2W

K

3000K

CRI

80+

Lumens Battery Color Input

200lm 4400mA White/BLK/Grey/Corten DC5V, 1A~2A

 Dimming 
Level

10~100%

IP

54
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Item No.

GT-008

Lamp

LED

Watts

2W

K

3000K

CRI

80+

Lumens Battery Color Input

200lm 4400mA White/BLK/Grey/Corten DC5V, 1A~2A

 Dimming 
Level

10~100%

IP

54
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Item No.Item No.

GT-002AGT-008A

LampLamp

LEDLED

WattsWatts

2W2W

KK

3000K3000K

CRICRI

80+80+

LumensLumens BatteryBattery InputInput

200lm200lm 4400mA4400mA DC5V, 1A~2ADC5V, 1A~2A

 Dimming 
Level

 Dimming 
Level

10~100%10~100%

IPIP

5454

DimensionsDimensions

Ø110

36
3

90

Ø110

Ø108

32
5

40

100
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Item No.

GT-016

Lamp

LED

Watts

4W

K

3000K

CRI

80+

Lumens Battery Input

300lm 4400mA DC5V, 1A~2A

 Dimming 
Level

10~100%

IP

54

Dimensions

300

120

120
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EXTERIOR
LIGHTING

WALL LIGHT
UNDERGROUND LIGHT

GARDEN LIGHT
WALL WASHER

Optical quality and manufacturing 
quality combine in high-level products: 
from scrupulous control of metal alloys 
and processing, to the selection of 
materials not subject to deterioration,
to the use of the latest generation 
thermal interfaces, reliable, 
highperformance
LEDs and optical trains of
utmost optical quality: the technological
mastery allows us to manufacture 
products of the highest quality level.

AL-0205/300

Bridgelux 	  	
>80	
5W	
110-220V	
3000K/4000K/6000K
Aluminum
WTH/BLK	/Grey
Indoor 	
L220 W90 H300
120°	

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

AL-0205/400

Bridgelux 	  	
>80	
5W	
110-220V	
3000K/4000K/6000K
Aluminum
WTH/BLK	/Grey
Indoor 	
L220 W90 H400
120°

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

Dimensions

H

LW
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AJ-0106-800AJ-0106-600

Sanan 	
>90	
6W	
110-220V	
3000K/4000K/6000K
Aluminum+Acrylic	
WTH/BLK	
IP54	
L150 W95 H800
120°

Sanan 	
>90	
6W	
110-220V	
3000K/4000K/6000K
Aluminum+Acrylic	
WTH/BLK	
IP54	
L150 W95 H600
120°

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

Dimensions

22

Optical quality and manufacturing 
quality combine in high-level products: 
from scrupulous control of metal alloys 
and processing, to the selection of 
materials not subject to deterioration,
to the use of the latest generation 
thermal interfaces, reliable, 
highperformance
LEDs and optical trains of
utmost optical quality: the technological
mastery allows us to manufacture 
products of the highest quality level.

H

WL
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Dimensions

AJ-0206

AJ-0206-600 AJ-0206-800

Sanan 
>90	
22W	
110-220V	
3000K/4000K/6000K
Aluminum	
WHT/BLK+Grey
IP54	
180o 

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Beam Angel
60

0m
m

80
0m

m

23
0m

m

23
0m

m

Ø
50

m
m

Ø
50

m
m

Ø180mm

Ø180mm

24
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AJ-0207

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Beam Angel

10
00

m
m

23
0m

m

120mm
180mm

35mm

 
>90	
7W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK+Grey
IP65	
70o 

IP65
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IP65

AJ-0208

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Beam Angel

 
>90	
7W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK+Grey
IP65	
24o 

80
0m

m
35

m
m

23
0m

m

Ø120mm
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Dimensions

Item No.

AJ-0210

Lamp

LED

Watts

12W

K

3000K

CRI

80+

Lumens Material Input

880lm Aluminum AC220~240V/DC12~24V

IP

54
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Dimensions

AJ-0209/600 /800 /1000

Sanan 
>90	
6W /10W /12W	
12-24V	
3000K/4000K
Aluminum	
WHT /BLK /GREY
IP54	
120o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Beam Angel

32

Ø49 Ø49 Ø49

Ø16 Ø16 Ø16

580m
m

820m
m

980m
m

95m
m

95m
m

95m
m
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Dimensions

GW-068/600 /800 /1000

Sanan 
>90	
12W /15W /20W	
110~240V	
3000K/4000K
Aluminum	
WHT /BLK /GREY
IP54	
120o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Beam Angel

Ø16

650m
m

810m
m

970m
m

Ø
7672
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Dimensions

GW-S007

GW-S007

GW-007

GW-007

Sanan 	
>90	
21W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W212 H100 D167
350o adjustable

Sanan
>90	
21W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W212 H100 D167
350o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

H

D
W
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Dimensions Dimensions

GW-025 GW-023

>90	
20W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W178 H160 D170
355o adjustable

Sanan
>90	
20W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W160 H160 D206
355o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

H H

D D

W

W



40 41

Dimensions

GW-S025

Sanan
>90	
20W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W178 H160 D170
355o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

H

D

W

Dimensions

GW-S023

Sanan
>90	
20W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W160 H160 D206
355o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

H

DW
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Dimensions

GW-A310/2

Bridgelux	
>80	
24W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W200 H100 D100
0~120o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

H

DW

42
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DimensionsDimensions

GW-8610GW-011

Bridgelux	
>80	
10W	
110-220V	
3000K/4000K/6000K
Aluminum	
WHT/BLK+GOLD
IP54	
W104 H200 D92
120o 

 Bridgelux 
>80	
10W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/GREY
IP54	
W132 H180 D55
120o 

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

HH

DD W

W
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Dimensions

GW-1058/1500GW-1058/1200

Sanan
>90	
24W	
220-240V	
3000K
Aluminum	
BK / WH
IP65	
W1440 H52 D48

Sanan	
>90	
20W	
220-240V	
3000K
Aluminum	
BK / WH
IP65	
W1240 H52 D48

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)

46

H

D

W
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Dimensions

48

GW-069/600 /800 /1000 /1200

Sanan 
>90	
17W /19W /22W /28W	
110-240V	
3000K/4000K
Aluminum	
WHT /BLK /GREY
IP54	
120o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Beam Angel

53.6 53.6 53.6 53.6

85

625
825

1025
1225
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GW-6805

GW-6806

Bridgelux 	 	
>80	
6W	
110-220V	
3000K/4000K
Aluminum
WTH/BLK	
IP54	
W100 H150 D50
120°

Bridgelux 	 	
>80	
6W	
110-220V	
3000K/4000K	
Aluminum
WTH/BLK	
IP54	
W100 H150 D50
120°

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

Dimensions

Dimensions

DimensionsLED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

GW-A807

 	
>80	
6W	
110-220V	
3000K/4000K	
Aluminum	
WTH/BLK	
IP54	
W200 H90 D90
15°/120°

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

WTH

WTH

WTH

BLK

BLK

BLK

H

H

H

D

D

D

W

W

W
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GW-5140

GW-5130

 	   	
>80	
8W	
110-220V	
3000K/4000K	
Aluminum	
WTH/BLK	
IP54	
W220 H90 D48
150o 

 	
>80	
6W	
110-220V	
3000K/4000K	
Aluminum	
WTH/BLK	
IP54	
W170 H80 D40
150o 

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

Dimensions

Dimensions

H

H

D

D

W

W

GW-A820/1

GW-A820/2

Sanan 	
>90	
6W	
110-220V	
3000K/4000K
Aluminum	
BLK/WHT
IP54
W110 H54 D97
350o adjustable

Sanan 	
>90	
12W	
110-220V	
3000K/4000K
Aluminum	
BLK/WHT
IP54
W230 H54 D97
350o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D

D

W

W

H

H

Dimensions

52
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GW-8070

GW-8080

 	
>80	
6W	
110-220V	
3000K/4000K/6000K
Aluminum	
BLK/WHT/Grey	
IP54	
W90 H70 D130
60o 

Bridgelux 	  	
>80	
5W	
110-220V	
3000K/4000K/6000K
Aluminum	
BLK/WHT
IP54	
W120 H70 D110
150o 

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D

D

W

W

H

H

Dimensions

Dimensions
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GW-A131/4

 	
>80	
4W	
110-220V	
3000K/4000K
Aluminum	
BLK/WHT
IP54	
W150 H150 D50
0o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D W

H

Dimensions

D
W

H

Dimensions

GW-A130/4

 	
>80	
4W	
110-220V	
3000K/4000K
Aluminum	
BLK/WHT
IP54	
W150 H150 D50
0o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

56
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GW-A161/2GW-A161/4

  	
>80	
6W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK
IP54
W110 H112 D93
90o

	    	
>80	
4W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK
IP54
W110 H112 D93
90o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D D

W W

H H

DimensionsDimensions
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GW-A816

Bridgelux 	  	
>80	
7W	
110-220V	
3000K/4000K
Aluminum	
BLK/WHT	/Grey
IP54	
W170 H170 D75
100o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D

W

H

Dimensions

60
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GW-A818

Sanan	
>90	
10W	
110-220V	
3000K/4000K/6000K
Aluminum	
BLK/WHT/Grey	
IP54	
W180 H155 D56
180o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D

W

H

Dimensions

62

GW-A108

Bridgelux 	   	
>80	
6W	
110-220V	
3000K/4000K
Aluminum	
WHT/BLK/Grey
IP54
W165 H105 D115
180o adjustable

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

D
W

H

Dimensions
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GW-A310RGW-A310

Bridgelux 	    	
>80	
6W	
110-220V	
3000K/4000K/6000K
Aluminum	
BLK/WHT/Grey	
IP54	
W140 H100 D50
0o~120o

Bridgelux 	    	
>80	
6W	
110-220V	
3000K/4000K/6000K
Aluminum	
BLK/WHT/Grey	
IP54	
W100 H100 D100
0o~120o

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

LED Chip
CRI

Watts
Voltage

Color Temperature
Material 

Color
Waterproof Rate

Size (MM)
Beam Angel

Dimensions

H

H

W

W

D

D

64
Optical quality and manufacturing 
quality combine in high-level products: 
from scrupulous control of metal alloys 
and processing, to the selection of 
materials not subject to deterioration,
to the use of the latest generation 
thermal interfaces, reliable, 
highperformance
LEDs and optical trains of
utmost optical quality: the technological
mastery allows us to manufacture 
products of the highest quality level.






























































